%" DIA. BOLT WITH NUT.

FLAT WASHER ON FRONT FACE

OF RAIL. FOR BOLTS AND

NUTS (SEE "POST BOLTS" .
STD. MD 605.21). T

TRAFFIC BARRIER W BEAM

4" PLATE

124" WELD

14"x3"x16" PLATE
Y3"x3"x234" PLATE

4" WELD ON THREE SIDES
W x3“x2%" PLATE

HEX. NUT FOR 1" STUD

1 DIA. STUD

1hg" DIA. HOLE IN %" PLATE

EITHER FULL PENETRATION
WELD OR BEND TO FIT

%" DIA. CABLE TO BE
SWAGE CONNECTED

NOTE

—
w}h
L&”XZJQ”XJ e Q 'i‘
STEEL END PLATE
3
"?0

%s” STEEL ANCHOR PLATE
ONE PIECE COLD FORM

SECTION A-A

|-——'— 1" DIA.x7" LONG

m\\mmwm ENTIRE LENGTH
.
=3 STANDARD SWAGGED

FITTING AND STUD

ANCHOR PLATE DETAILS

g

1. FOR MOUNTING DETAILS SEE STD. MD 605.10.

\—EIGHT (8) Wg” DIA

A—J

ALTERNATE ANCHOR PLATE DETAILS
Vs THICK

2%,"

1 3’5”

11"

.

1" DIA. H(JLEX

END PLATE
3" THICK

. HOLES
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